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Technical specifications:

Classic (Paper Face)

Basis Weight g/m2 145

Thickness µm ISO 534 170

Opacity % ISO 2471 92

Stiffness MD mN ISO 2493 35

Stiffness CD mN ISO 2493 15
These characteristics are average values supplied for guidance purposes

Ice (Transparent)

Basis Weight g/m2 80

Thickness µm ISO 534 105±7

Opacity % ISO 2471 appr. 36

Stiffness MD mN DIN 53 121 >80

Stiffness CD mN DIN 53 121 >40
These characteristics are average values supplied for guidance purposes

Recommended Printing Tips
• The key point to remember is: EnDURO prints just like paper. Special printing plates, blankets and drying conditions

are not necessary. Even when UV drying the product is not over stressed. Lithographic, flexographic, screen and 
digital printing are suitable processes. Highly compatible for digital printing, prior testing is recommended.

Print & Finish Suitability

Creasing Foiling Laser

O Die-Cutting Folding Scoring

O Digital O Inkjet O Varnishing

O Embossing O Film Laminating Screen Ruling: 133-175 lpi

Other: HP Indigo

Applications

O Annual Reports Direct Mail Outdoor Use

O Brochures Folders Packaging

O Corporate Identity O Invitations O Presentation Material

Other: Point of sale, maps, marathon bibs, tags, dust jackets, bags

Product: EnDURO

Category: Folio Papers - Synthetic

Country of Origin: Germany
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