
Product spec sheet
ballanddoggett.com.au

Product Range: Digi Tuff  Synthetic Specialty Non-Woven Textile

Category: Small Format Digital - Synthetic
Country of Origin: United Kingdom Website: sales@kernowcoatings.com

ballanddoggett.com.au

Technical specifications:

Technical specification sheet

Updated: 04.18

Non-Woven Textile 100KTNW 

Customisable for a wide range of purposes for a different look and finish 

• White opaque, non –woven fabric

• Lightweight & foldable, 100gsm

• Water resistant

• Can be sewn in order to guarantee high breaking strength

Compatibility Guidance 
Suitable for most dry toner (laser/LED/flash fusion) print processes, both mono and 
colour small-volume, mid-volume & production machines.  Best printed as heavyweight 
media. On such machines the user must establish for themselves the optimum settings and 
paper path, being aware of the thickness and weight of the material. 

Recommended Conditions 

The information provided herein is correct to the best of our knowledge. No liability for any errors, facts or opinions is
accepted.. We recommend users make their own assessments to satisfy themselves as to the suitability of this product for
their application. Copyright Sensitisers Group 2016

Printroom 10°C - 30°C 40% - 55% RH 
Usage -40°C – 120°C 10% - 100% RH 

Storage 10°C - 20°C 20% - 55% RH 
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Available in A4, A3 and SRA3 
Thickness (150µ) Total Weight (100gsm) 

Applications
Racing/marathon bibs




